Instruction leaflet

Commissioning
good fit.

1.

hole. See Fig 1.

Orbital PLUS Recessed

cables are trapped. See Fig 2.

69880, 69881, 69882, 69883, 69884, 69885

is now ready for use.

2.

Fitting/replacing bulbs
.

Recycling advice
Waste electrical products should not be disposed of with household waste. Please recycle where facilities exist.
Check with your Local Authority or retailer for recycling advice.

Care and Safety
We recommend cleaning with a soft dry cloth. Do not use solvents or abrasive cleaners as these could damage the finish.
For your safety, always switch off the power supply before cleaning.
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Zone 1, Zone 2 and outside Zones in
a bathroom. See diagram.
If this unit is being fitted in a room
containing a bath or shower, a 30mA

operation of this product. Please retain these instructions for future reference.
2.25m

Zone 1

0.6m

Outside zones

Warning
This product is Double Insulated and does
not require connection to an Earth circuit.
Please read these instructions carefully before
commencing any work.

and is suitable for use in 30, 60 or 90 minute fire rated
ceilings.

0.6m

Zone 2

Zone 2

serviced. If damage occurs the part should be scrapped.
electrician.

Waste electrical products should not be disposed of with
household waste. Please recycle where facilities exist.
Check with your local authority or retailer for recycling
advice.

installation of a new product. Before removing the existing
fitting, carefully note the position of each set of wires.

persons cannot restore the electrical supply without your
knowledge.

If replacing an existing fitting, make a careful note of the
connections.

Installation

needed, then file the hole until the recessed unit fits
snugly.

driver.
installing or maintaining this system.

Wiring

insulation.

Specification
SUPPLY

CLOSED

LIGHT FITTING

OPEN

LIGHT FITTING

N
L

Layout

Ensure outer cable insulation
is clamped inside LED driver
as shown here to ensure
product is double insulated.

ensuring the cables will reach the distances between
the transformer and each light fitting.

SUPPLY
NEUTRAL
N
LIVE

supplied) away from areas where they may be at risk
from being cut, trapped or damaged.
sectional area of 1.0mm².

This product is suitable for covering with insulation
270mm.

PRE-FITTED

L

Check that...
block.

