
GU10 Fire Rated 
Downlights

Part No. Colour Finish Measurement 
H x W Bezel Diameter Cut Out Diameter IP Rating

Fixed

LXFRDGU10/F/WH White 113 x 129 mm 86mm 73mm IP20

LXFRDGU10/F/SCH Satin Chrome 113 x 129 mm 86mm 73mm IP20

LXFRDGU10/F/CH Chrome 113 x 129 mm 86mm 73mm IP20

Tilt

LXFRDGU10/T/WH White 113 x 142 mm 96mm 86mm IP20

LXFRDGU10/T/SCH Satin Chrome 113 x 142 mm 96mm 86mm IP20

LXFRDGU10/T/CH Chrome 113 x 142 mm 96mm 86mm IP20

IP65

LXFRDGU10/IP65/WH White 113 x 129 mm 86mm 73mm IP65

LXFRDGU10/IP65/SCH Satin Chrome 113 x 129 mm 86mm 73mm IP65

LXFRDGU10/IP65/CH Chrome 113 x 129 mm 86mm 73mm IP65
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3 YEAR
WARRANTY GU10 FIRE

RATED

• Suitable for mains powered LED 
or Halogen GU10 base lamps

• 3 versions: 
Fixed, Tilt and IP65 rated

• Die cast front bezels
• 3 bezel finishes: 

White, Satin Chrome and Chrome
• 30, 60 and 90 minutes 

fire rating
• Push-fit terminations 

for fast wiring
• Loop-in, Loop-out 

terminal block
• Operating temperature: 

-10°C to 40°C
• Lamp not included

FIXED TILT IP65

FIXED TILT IP65

FIXED TILT IP65

LXFRDGV1.618


