FICHA TECNICA - DATA SHEET SpeedPRO IP44

BASES INTERBLOCANTES SUPERFICIE HORIZONTAL / SWITCHED INTERLOCKED HORIZONTAL WALL MOUNTED SOCKETS

famatel

PROFESSIONAL

Referencias / References
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Part Code 3214B6

Dimensiones y conexiones / Dimensions & connections

PG13,5x3
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Conexion por tomillo / Screw terminals
521 531 541 584 504 614

Caracteristicas Técnicas / Technical Data

100...130V
| 380...415V

| 200...250V

Intensidad nominal / 16A — 32A
Rated current
Frequenc,

Tenson de utilizacion /
Operating Voltage

Resistencia de aislamiento /
Insulating Resistance

Dimensiones en mm / Dimensions in mm

Grado de Proteccion /
Protection degree

Resistencia al impacto /
Impact Resistance

Material /
Material

>10 MQ Material de cgntacto/
Contact material
Rigidez dieléctrica / 25KV Temperatura de funcionamiento /

Dielectric Strength

Prueba hilo incadescente /
Glow wire test

850°C partes soportan partes activas /
parts support live parts

650°C Otras partes / Other parts

(IEC / EN 60695-2-10)

Normativa aplicada /

Applied Standards

23/09/2020
11

IEC/CEI/EN 60309-1, IEC/CEI/EN 60309-2
Low Voltage Directive 2014/35/UE

Unit 36 Buckin"gham Road
Lynx Crescent Weston Industrial Estate
Weston Super Mare BS24 9BG

T:01934 412133 F: 01908 538054
www.famatel.co.uk

Operating Temperature

Ensayo de bola /
Ball pressure test

IP44 (IEC / EN 60529)

IK08 (IEC / EN 62262)

Portacontactos / Contact support: PA6
Cuerpo / Body: ABS

Laton Niquelado
Nckel-plated Brass

-25°C / +40°C

125°C partes soportan partes activas /
parts support live parts

80°C Otras partes / Other parts

(IEC / EN 60695-10-2)

UK ™%
cA

Normativa / Regulations
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