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Fire-Rated PIR Sensor Installation 
Please read the instructions thoroughly, including the installation instructions for the luminaire and retain for future reference. 

The MAUPIR sensor is suitable for basic on/off control of luminaires. The sensor has a detection radius of 3.5m when mounted at a height 

of 3m. The operating parameters can be set by using the pre-set modes or via an optional remote control.  

 

Safety Information 

• Installation must be carried out in accordance with national building and wiring regulations.  

• Before commencing installation and maintenance, turn off and isolate the circuit(s) to be worked on by removing the fuse or switching 

the circuit breaker off at the distribution board. 

• If you are in any doubt about installing this product, please consult a qualified electrician. 

• When drilling and cutting holes take care not to damage existing pipework or wiring. 

• Do not carry or transport the product by its cable. 

• Beware of trapping fingers / skin in retaining springs & clips during installation. 

• Ensure suitable protective equipment is worn where required. 

• The sensor is suitable for connection to a 220-240Vac 50/60Hz supply. 

• This product is a class II product not requiring an Earth connection though a terminal is provided for continuity.  

• This product may be installed under insulation materials.  

• The sensor may control the following loads providing the load surge is within the limits: 
Load 1000W (Inductive) 2000W (resistive) @ 230Vac 

Surge Capacity 50A (50% Ipeak, twidth = 500uS, 230Vac full load, cold start) 

 

Pre-Set scene modes 

• Scene DIP switch is accessible at the front of the fitting, under the magnetic bezel. Three pre-set modes are available. When set, the 

connected luminaire will only detect motion and switch on or off when the ambient light levels are below the pre-set value shown below. 

  

DIP Switch Settings 

 

 

 

 

 

 

Manual Override (ON) 

Switching the sensor OFF/ON/OFF/ON within 3s. After a period of 30 mins if no motion is detected, the sensor and luminaire will return to 

automatic operation. Any motion detected will re-start the 30 min timer. Powering off the sensor for 3 mins, will return the sensor to automatic 

operation. 

 

Factory Settings 

The sensor ships with Office Scene as default 

 

Optional Remote Control (RMT-UNI) 

The optional remote control is useful for testing, adjusting settings without accessing the DIP switches on the sensor. The below features 

of the remote control will be available for use with MAUPIR. Please refer to the remote-control instructions for specific details. 

 

Available Features 

Hold Time, Daylight Threshold, User Key, Pair Key, Manual Override (ON), Manual Override (OFF) 

 

 

 

 

 

  

 

 

DIP Switch Scene Options Hold Time  Daylight Threshold 

 Corridor 1 Minute 100 Lux 

 Office 30 Minutes 300 Lux 

 Toliet 5 Minutes Disable 
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The Waste Electrical & Electronic Equipment Regulations (WEEE) require that products bearing this symbol must not be disposed of with household waste as they 

may contain substances harmful to the environment. The Local Authority can provide advice on recycling. 
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