
FIN-S600

FIN-S720

FIN-M800

FIN-M1000

FIN-L1200

FIN-L1500

TM6A66

TM6A66

TM6A66

TM6A66

TM6A66

TM6A66

82800/87000

96480/102240

110400/116000

128090/137730

165600/174000

191420/205830

17.53000/4000 ＞70 600W IP66 IK10198

183000/4000 ＞70 IK10IP66720W198

16.53000/4000 ＞70 IK10IP66800W264

16.53000/4000 ＞70 IK10IP661000W264

213000/4000 ＞70 IK10IP661200W396

213000/4000 ＞70 IK10IP661500W396
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LED Optics T6A/TM6A18/TM6A66

IP66 IK1018
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Input voltage

Input frequency

Surge protection

LED Chips

Lifetime

SDCM

Class

Ambient temperature

Material

Finish

RAL colour

220-240V

50/60Hz

20KV

Philips 5050

L70 100,000hours | L80 70,000 hours | L90 34,000 hours

Class I

SDCM＜6

-20°C to +50°C

High pressure die-cast aluminium housing with polycarbonate lenses

Polyester powder coat cured under heat

RAL9007
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Non Dimmable DALI

Product

Driver

Dimming control

Driver current

Inrush current

Power factor

980mA

65A, 550µs

0.95

FIN-S600

  Meanwell 

350-1050mA

85A, 500µs

0.95

FIN-S720

1000mA*2

35A

>0.95

FIN-M800

1220mA*2

35A

>0.95

FIN-M1000

1000mA*3

35A

>0.95

FIN-L1200

1220mA*3

35A

>0.95

FIN-L1200

  Moso
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