
Product datasheet
Characteristics

GMC13SSPF
Exclusive Metal clad - switched fused connection
- grey

Main
Aesthetic name Metal clad
Product or component type Switched fused connection
Switch function Switch
Colour tint Grey

Complementary
Pilot light without neon indicator
Number of gangs 1 gang
Material Powder coated steel
Mounting support Wall mounted
Fixing mode By screws
Rated current 13 A at 230 V AC
Connections - terminals Screw terminals
Quantity per set Set of 10
Height 79 mm
Width 79 mm
Depth 42 mm

Environment
IP degree of protection IP20
Standards BS 1363

Offer Sustainability
EU RoHS Directive Compliant

EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS declaration

Product out of China RoHS scope. Substance declaration for your information
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=62666410&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=62666410&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=62666410&lang=en-us


Contractual warranty
Warranty 18 months
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